














> �Optional Dôme Stand, 
33.5” (85cm) 

Dôme at home, how?

Dôme 2.0
> �The Dôme 2.0 pack is 

connected to a simple 
stereo amplifier, which is 
itself linked to the audio 
source (CD, DVD,…). 
Dôme is then connected 
like any other traditional 
loudspeaker.

Dôme 2.1
> �The Dôme 2.1 pack is 

connected to a 2.1 system, 
a unity that integrates 
in the same element a 
DVD (or CD) player, a 
2-channel amplifier and 
a RCA line output Sub: 
the most practical way 
to listen to music or to 
watch a video.

Dôme 2.1
> �Dôme 2.1 can be connected 

to a standard stereo ampli-
fier without a subwoofer 
output thanks to an optio-
nal dedicated connector, 
available in the second half 
of the year 2008 according 
to the country.

Dôme 5.1
> �Dôme 5.1 can be connec-

ted to the audio video 
amplifier like any other 
5.1 system. In that case, 
we recommend that you 
use these loudspeakers 
in “Small” mode in the 
amplifier configuration 
menu.

Dôme 
all worked up...

Dôme Pack 2.0
Ideal in a small room or on a desk for near 
field listening, a Dôme couple is sufficient 
thanks to the excellent performance of the 
bass frequencies. By putting them closer 
to a wall or to an angle, the bass level will 
be multiplied by a factor 4 thanks to the 
phenomenon of natural bass amplification 
(wall effect).

Dôme Pack 2.1
Also available in 2.1 version, Dôme is at its 
best in association with Dôme Subwoofer. 
Impact, power up to very big rooms, without 
restriction. The reproduction fullness, its 
generosity from the bass frequencies to 
the treble, reaches the one obtained with 
loudspeakers far bigger.

Dôme Pack 5.1
The Dôme 5.1 pack is the most accom-
plished Home Theatre solution that combines 
integration and high-level performance. 
Ideal complement for plasma and LCD 
screens, even with big diagonal, since the 
reproduction fullness is outstanding. This 
set can very easily evolve towards a 7.1 
installation with the extra contribution of a 
Dôme 2.0 system.

Dôme Dôme Subwoofer
Type 2-way compact sealed speaker Active bass-reflex subwoofer

Drivers 4" (10cm) Polyglass mid-bass,
1" (25mm) Al/Mg inverted dome 
tweeter

8" (21cm) Polyflex woofer

Frequency response (±3dB) 80Hz - 28kHz 42Hz - 200Hz

Low frequency point (-6dB) 72Hz 35Hz

Sensitivity (2.83V/1m) 88dB

Nominal impedance 8 ohms

Minimum impedance 4 ohms

Crossover frequency 2500Hz

Recommended amplifier power 25 - 100W 100W BASH® amplifier

Dimensions  (HxWxD) 63/4x511/16x55/8"
(172x144x143mm)

153/4x107/8x107/8"
(400x276x276mm)

Net weight 4.2lbs (1.9kg) 18lbs (8.2kg)

Subwoofer features
Variable crossover 50Hz to 200Hz,
Phase inverter 0°/180°, 
Autopower, 
LFE input




